Real-Time Pricing (RTP) Top Level

{Domain template version 1.28, 3/10/2004 3:50:00 PM}

1 Descriptions of Function

All prior work (intellectual property of the company or individual) or proprietary (non-publicly available) work should be so noted.

1.1 Function Name

Name of Function

Real-Time Pricing (RTP) – Top Level

1.2 Function ID

IECSA identification number of the function

C-4

1.3 Brief Description

Describe briefly the scope, objectives, and rationale of the Function.

The purpose of the Real-Time Pricing Enterprise Activity is to implement and manage a full scale distributed computing system that integrates key industry operations and permits customers to plan and modify their load and generation in response to price signals in “real-time” (operational timeframe which can range from seconds to days ahead), received from an Energy Services Provider who acts as an intermediary to the Market Operations. Customers can also provide their forecasted loads and generation into the Market Operations (possibly through the Energy Services Provider (ESP) as an aggregator) as energy schedules and ancillary bids/offers. For operators of the power distribution system, Real-Time Pricing provides a mechanism for potentially significant changes in aggregated load based on sharing cost drivers with the customer in an elective supervisory control scheme.

1.4 Narrative

A complete narrative of the Function from a Domain Expert’s point of view, describing what occurs when, why, how, and under what conditions. This will be a separate document, but will act as the basis for identifying the Steps in Section 2.

A typical day-in-the-life scenario is as follows (note that the discussion is marked up with numbers that are used later in the analysis to derive requirements from the scenario):

In the historical energy supply system, the time-based analysis of customer consumption of energy was cost prohibitive. Yet, the actual cost of providing energy is substantially time and load dependent. The regulated utility was the great averaging factor for these variable costs. Today, modern electronics and communications make it cost effective to apply a more accurate allocation of costs and usages of energy. Real-time pricing is a market mechanism to provide for dynamic feedback control and pricing of energy based on genuine costs.

(1)Periodically, the regional transmission operator/independent system operator (RTO/ISO) market operations system (or other market entity, depending upon the market design) forecasts power system conditions for a specific period, say the next 24 hours, based on energy schedules and prices already submitted, ancillary services available, weather conditions, day of the week, scheduled outage information from transmission and distribution operations, and real-time information from transmission and distribution operations, etc.  

(2)From these forecasts, an RTP Calculation function develops tables of load versus price for each “power system node” and for each “settlement” period (e.g. each hour). These tables are the Base RTP data. The purpose of this computation is to accurately forecast the cost of providing energy during the period. (3)These Base RTP tables are made available to all subscribers of this information (depending upon market rules), typically by being uploaded to a Market Interface Server.

(4)The Energy Services Provider (ESP) obtains the Base RTP data tables from the Market Interface Server, and uses them to develop Customer-specific RTP rate tables. These calculations are based on contractual agreements between the ESP and the different types of customers it serves. For example, a large industrial customer that can curtail large loads during peak hours will get a different rate than a small commercial customer with less ability to modify its load. (5)The ESP sends these Customer-specific RTP rate tables to each of the customers it serves, using different mechanisms: fax, email, or direct data channels (e.g. dial-up telephone or AMR system).

(6)The customer’s Building Automation System (BAS) optimizes its loads and distributed energy resources (DER), based on the customer-specific rate table it receives, the load requirements and constraints, and any DER requirements, capabilities, and constraints. The BAS understands the nature and opportunity for altering consumption based on economic and comfort drivers, and, the physical dynamics of the specific customer premises. (7)The BAS then issues (or updates existing) schedules and other control mechanisms for loads and for DER generation. These control actions may be automatically implemented or may be reviewed and changed by the customer. (8)The Customer’s BAS may then send generation schedules to the DER management system for it to implement during each “settlement” period.

(9)The BAS system uses the site-optimized algorithms to forecast its load and DER generation. It also determines what additional ancillary services it could offer, such as increased DER generation or emergency load reduction, and calculates what bid prices to offer these ancillary services at. (10)The BAS then submits these energy schedules and ancillary services bids to the ESP (or Scheduling Coordinator, depending upon market structure), as input to the RTO/ISO market operations.

(11)The ESP aggregates (or leaves as individual information) the energy schedules and ancillary service bids, and submits them to the market operations. These will affect the next iteration of RTP calculations.

(12a)As each “settlement” period is reached or during each period as optimal, the BAS issues load control commands to the end devices (setting levels, cycling, turning on/off, etc.). The DER management system controls the DER devices according to the DER schedule.

(12b)The distribution operations systems monitor any larger DER devices to ensure power quality constraints are met, and to help manage emergency situations (detailed in the Advanced Distribution Automation Use Case). (12c)Load and generation deviations, as well as initiation of ancillary services which have been requested by the market operations, are handled according to normal market operations procedures (as detailed in the Market Operations Use Case).

(13)In the post “settlement” period (as shown in the Meter Reading Use Case), customer load and generation meters are read by Meter Data Management Agents (MDMAs) and passed to the market operations settlement systems (as shown in the Market Operations Use Case).  The availability of fine-grained load profile information (for example, measurements integrated for each 15 minute period of consumption during the billing period), allows for accurate application of the agreed upon tariff.

(14) External regulators and auditors review the RTP base and customer-specific tables to ensure compliance with market rules.

A systems and network administrator manages the communications networks, connected equipment (common environment), in addition to any distributed applications within the security domain defined by this domain template.  The administrator also manages the life-cycle of all the equipment and distributed computing applications within this domain.  The administrator is supported by advanced systems management functions that are designed into intelligent equipment. 
1.5 Actor (Stakeholder) Roles

Describe all the people (their job), systems, databases, organizations, and devices involved in or affected by the Function (e.g. operators, system administrators, technicians, end users, service personnel, executives, SCADA system, real-time database, RTO, RTU, IED, power system). Typically, these actors are logically grouped by organization or functional boundaries or just for collaboration purpose of this use case. We need to identify these groupings and their relevant roles and understand the constituency. The same actor could play different roles in different Functions, but only one role in one Function. If the same actor (e.g. the same person) does play multiple roles in one Function, list these different actor-roles as separate rows.

	Grouping(Community)
	Group Description

	Top Level Actors 
	High-level actors who have significant stake on the RTP Top Level function.

	Actor Role Name
	Actor Type (person, device, system etc.)
	Role Description

	RTO/ISO
	Organization
	Organizations responsible for maintaining transmission system reliability and ensuring open access of the grid to all market participants. RTO/ISO responsibilities include: transmission planning, real-time system operation, and market monitoring and management.

	Market Timer
	Timer 
	Timer to trigger application execution at specific times of the day, week, month, etc

	Market Interface
	Server
	Stores, manages and secures information flows between Market Operations in utilities and Market Participants

	Energy Services Providers
	System
	Receives the base RTP tables and calculates customer-specific RTP tables

	Customer Building Automation 
	System
	Receives customer-specific RTP values and optimizes load and DER generation. Also submits energy schedules, ancillary services bids/offers, and implements load control in real time.

	Customer Loads
	Power equipment
	Equipment that will be controlled according to the Load Schedule

	Forecast Timer
	Timer
	Timer to initiate the submittal of Customer load forecasts and ancillary services bids/offers

	Distributed Energy Resources
	Power equipment
	Equipment that will be managed according to the DER Schedule

	DER Manager
	System
	System that implements schedules received from the Customer’s EMS or other sources (see DER functions)

	Transmission Operations
	System
	Provides power system configuration and real-time data to market operations

	Transmission Power System
	Power equipment
	Transmission power system equipment

	Transmission SCADA
	System
	System that provides forecast and real-time transmission information to the market operations system

	Distribution Operations
	System
	Provides real-time data to market operations and monitors (larger) DER devices

	Distribution Power System
	Power equipment
	Distribution power system equipment

	Distribution SCADA
	System
	System that monitors DER as well as providing forecast and real-time distribution information to the market operations system

	Meters
	Devices
	Collects energy and demand data per time period


	Consumer Portal
	Devices
	Enables and Manages communications between Access Networks and In-Building Networks/Equipment

	Intelligent End-Use Equipment
	Devices
	Receives control and/or price signals from Consumer BAS or Consumer Portal

	Meter Data Management Agents
	Person
	Reads customer loads and generation meters

	Regulators and Auditors
	Person
	Review the RTP base and customer-specific tables to ensure compliance with market rules

	System Administrator
	System
	Manages overall RTP environment including network and systems (applications and equipment) management, security policy management and enforcement, and life-cycle management


Replicate this table for each logic group. 

1.6 Information exchanged 

Describe any information exchanged in this template. 
	Information Object Name 

	Information Object Description 


	Energy Schedules
	Energy schedules submitted to Market Operations

	Aggregated Energy Schedules
	Aggregated energy schedules from multiple sources

	Base RTP Data Tables
	Tables of prices versus loads and times for each power system node

	Transmission Outage and Constraint Data
	Data containing transmission outage and constraint information

	Distribution Outage and Constraint Data
	Data containing distribution outage and constraint information

	Customer-specific RTP rate tables
	Tables of prices versus loads and times for the specific customer

	Load Schedule
	Schedule for Customer Load equipment: turning on and off, cycling, and/or level of load

	DER Schedule
	Schedule for DER devices: turning on/off, setting generation levels, setting mode of operation

	Customer load forecasts
	Forecasts of customer loads

	Customer Ancillary Services Bids/Offers
	Bids and/or offers for the customer to provide ancillary services to the market

	Aggregated Customer Loads
	Aggregated load forecasts from multiple customers

	Loads Forecast
	Load forecasts, based on different inputs and possible market scenarios

	Weather Forecasts
	Weather forecasts

	Ancillary Services Bids/Offers
	Ancillary Services bids and offers submitted to Market Operations

	Aggregated Customer A/S Bids/Offers
	Aggregated ancillary services bids/offers from multiple customers

	Transmission Power System Data
	Transmission power system data, including scheduled outages, transmission constraints, and real-time information

	Distribution Power System Data
	Distribution power system data, including scheduled outages, distribution constraints, and real-time information

	Real-time Monitoring and Control Data
	Status, settings, deferrable energy requirements, automated on/off commands, automated settings, pricing information (RTP)

	DER Data
	Status and settings, etc.

	Real-time Power Systems Operations Data
	Loads, generation, A/S, etc.

	Revenue Meter Data
	Energy and demand data per time period Including kVa (true rms), 

	Power Quality Data
	PQ Data (premium power)

	Device Communications Management Data
	Meta data from equipment for configuring of system functions (capabilities, functions, limitations)

	Device Management Data
	Data for management of remote equipment, including self diagnostics, 

	Network Management Data
	Data for management of access network functions: ISO classifications plus additional as appropriate

	Security Management Data
	Data necessary for the management of security functions including implementation of security policies across the security domain. 

	Portal Management Data
	Data for management and administration of portal technologies; access control, security management


1.7 Activities/Services 

Describe or list the activities and services involved in this Function (in the context of this Function). An activity or service can be provided by a computer system, a set of applications, or manual procedures. These activities/services should be described at an appropriate level, with the understanding that sub-activities and services should be described if they are important for operational issues, automation needs, and implementation reasons. Other sub-activities/services could be left for later analysis.

	Activity/Service Name 

	Activities/Services Provided 


	Load forecast function
	Function uses transmission and distribution information, energy schedules, weather, and past history to forecast loads

	Weather forecast function
	Function uses data to estimate probable weather temperatures, etc.

	Base RTP Calculator function
	Function determines the desired load based on power system constraints, operational costs, market conditions, etc. Function then calculates the base RTP table as part of market operations

	ESP Specific RTP Calculator
	Function that uses the base RTP value to calculate customer-specific RTPs, based on their tariffs

	Customer’s BAS Optimization function
	System that uses the customer-specific RTP table to determine the optimal load schedules and DER generation schedules (if that is available)

	Customer BAS forecast customer energy schedules and ancillary services function
	Function that submits energy schedules and ancillary service bids/offers to market operations

	ESP energy aggregation function
	Function that aggregates load information from multiple customers and manages the submittal to the market operations system

	ESP ancillary services aggregation function 
	Function that aggregates ancillary service bids/offers and manages the submittal to the market operations system

	Market operations energy services function
	Function that captures and analyzes energy schedules to ensure all power system constraints are met

	Market operations ancillary services function 
	Function that captures offers/bids of ancillary services and categorizes them for use during the “settlement” period


1.8 Contracts/Regulations

Identify any overall (human-initiated) contracts, regulations, policies, financial considerations, engineering constraints, pollution constraints, and other environmental quality issues that affect the design and requirements of the Function.

	Contract/Regulation 

	Impact of Contract/Regulation on Function 


	Utility operations
	FERC and state regulators oversee utility operations

	Market tariffs Management
	Will vary for different market environments and different customer RTP contracts with ESPs

	Customer RTP contracts with ESPs
	Drives technology and security requirements

	Network and Systems Management Policies
	Manages network and communications resources including administering service agreements for Quality of Service and management priorities

	Security Policy Management
	Enforces and enables specific security functions and requirements in all relevant equipment and applications


	Policy


	From Actor 


	May 

	Shall Not 

	Shall 

	Description (verb) 

	To Actor 


	ProvideEnergy
	ESP
	
	
	X
	Provide power on demand
	Customer

	Pricing info
	ESP or ISO/RTO or PX rate administrator
	
	
	X
	Provide pricing information as per the properties contained in the defined customer tariff and ensure priced delivered to customer is correct 
	Customer

	Security and compliance
	ESP or System Administrator
	
	
	X
	Meet security requirements and ensure compliance with all critical information in tariffs, laws and policies must be auditable
	Customer

	Add-ons
	ESP
	X
	
	
	Make add-ons to real-time prices that vary, based on type of customer or tariff
	Customer

	Technology utilization
	ESP
	X
	
	
	Utilize different methodologies and technologies for providing pricing information, depending upon type and location of customer, market tariffs, customer tariffs, corporate decisions, financial considerations and security policies
	Customer

	Delivery
	ESP
	X
	
	
	Undertake delivery of RFP data via reasonable variations in implementation approaches through robust system designs
	Customer

	Data receipt
	Customer
	X
	
	
	Decide not to receive the RTP data
	ESP

	Sensitive data
	Everyone
	
	X
	
	Sensitive information must not be accessible by unauthorized entities and must not be prevented from being accessed by authorized entities
	Everyone

	Equipment
	Everyone
	
	X
	
	Changes that are variations in delivery methods must not require field equipment changeouts
	Everyone


	Constraint 

	Type 

	Description 

	Applies to 


	Laws of physics
	Environmental
	Laws of physics for power system operations
	All

	Technology
	Environmental
	Technology constraints for providing real-time pricing information to all customers with RTP as part of their customer tariffs
	All

	Security
	Environmental
	Security policies and technologies must be established and used to address all security needs at the appropriate/contracted levels
	All


2 Step by Step Analysis of Function

Describe steps that implement the function. If there is more than one set of steps that are relevant, make a copy of the following section grouping (Preconditions and Assumptions, Steps normal sequence, and Steps alternate or exceptional sequence, Post conditions)

2.1 Steps to implement function

Name of this sequence.

2.1.1 Preconditions and Assumptions

Describe conditions that must exist prior to the initiation of the Function, such as prior state of the actors and activities

Identify any assumptions, such as what systems already exist, what contractual relations exist, and what configurations of systems are probably in place

Identify any initial states of information exchanged in the steps in the next section. For example, if a purchase order is exchanged in an activity, its precondition to the activity might be ‘filled in but unapproved’.

	Actor/System/Information/Contract 

	Preconditions or Assumptions 


	Market operations
	Market tariffs have been developed and implemented to support real-time pricing

	Transmission/distribution operations
	Normal power system operations where some customers have contracted to receive and respond to RTP signals

	Customer building automation
	These customers have Building Automation Systems (BAS) in place to calculate optimal load patterns and DER patterns, based on parameters set by customers and on the RTP values


2.1.2 Steps – Normal Sequence 

Describe the normal sequence of events, focusing on steps that identify new types of information or new information exchanges or new interface issues to address. Should the sequence require detailed steps that are also used by other functions, consider creating a new “sub” function, then referring to that “subroutine” in this function. Remember that the focus should be less on the algorithms of the applications and more on the interactions and information flows between “entities”, e.g. people, systems, applications, data bases, etc. There should be a direct link between the narrative and these steps.

The numbering of the sequence steps conveys the order and concurrency and iteration of the steps occur.  Using a Dewey Decimal scheme, each level of nested procedure call is separated by a dot ‘.’. Within a level, the sequence number comprises an optional letter and an integer number. The letter specifies a concurrent sequence within the next higher level; all letter sequences are concurrent with other letter sequences.  The number specifies the sequencing of messages in a given letter sequence. The absence of a letter is treated as a default 'main sequence' in parallel with the lettered sequences.

Sequence 1:
1.1 - Do step 1     

1.2A.1 - In parallel to activity 2 B do step 1

 
1.2A.2 - In parallel to activity 2 B do step 2

  
1.2B.1 - In parallel to activity 2 A do step 1

 
1.2B.2 - In parallel to activity 2 A do step 2

 
1.3 - Do step 3

1.3.1 - nested step 3.1 

1.3.2 - nested step 3.2
Sequence 2:
2.1 - Do step 1 
2.2 – Do step 2

	# 

	Event 

	Primary Actor 

	Name of Process/Activity 

	Description of 
Process/Activity 

	Information Producer 

	Information 
Receiver 

	Name of Info Exchanged 

	Additional Notes 


	#
	Triggering event? Identify the name of the event.

	What other actors are primarily responsible for the Process/Activity? Actors are defined in section1.5.
	Label that would appear in a process diagram.  Use action verbs when naming activity.
	Describe the actions that take place in active and present tense. The step should be a descriptive noun/verb phrase that portrays an outline summary of the step. “If …Then…Else” scenarios can be captured as multiple Actions or as separate steps.
	What other actors are primarily responsible for Producing the information? Actors are defined in section1.5.
	What other actors are primarily responsible for Receiving the information? Actors are defined in section1.5. 

(Note – May leave blank if same as Primary Actor)  
	Name of the information object.  Information objects are defined in section 1.6
	Elaborate architectural issues using attached spreadsheet.  Use this column to elaborate details that aren’t captured in the spreadsheet. 

	1.1
	Market Timer initiates the forecast  of power system conditions
	Market Timer
	System Forecast
	Forecast power system conditions for the next “settlement” periods
	- Energy schedules database

- Ancillary service bids/offers database

-Transmission SCADA system

- Distribution SCADA system

- Weather services

- Historical Load Forecast database


	Power system Load Forecast application
	- Energy schedules

- Ancillary services bids/offers

- Transmission outage and constraint data

- Distribution outage and constraint data

- Weather forecasts

- Historical forecast data and parameters
	- APIs needed between databases and application

- Inter utility communications must be supported

- Existing weather protocol  and weather format must be used



	1.2
	Market Timer  initiates the calculation of  Base RTP tables
	Market Timer
	Base RTP Calculation
	Calculate a table of RTP values for each “settlement” period and for different loads at different “power system nodes”
	Power system Load Forecast application
	Base RTP Calculator
	Forecasts of loads and generation at each node
	API needed

	1.3
	Market Timer initiates the posting of Base RTP data for ESPs
	Market Timer
	Base RTP Posting
	Base RTP Calculator posts Base RTP tables on Market Interface Server for ESPs to access/download
	Base RTP Calculator
	Market Interface Server 
	Base RTP data tables which consist of a matrix of:

· Nodes

· Settlement periods 

· Loads

· Base prices
	 Upload to Market Interface Server

	1.4
	Base RTP table updates become available on Market Interface Server
	Market Interface Server
	Base RTP Download
	RTP Calculator application receives information on Base Real-Time Prices and calculates the customer-specific RTP tables for different categories of customers
	Market Interface Server 
	Energy Services Provider (ESP) RTP Calculator
	Base RTP data tables which consist of a matrix of:

· Nodes

· Settlement periods 

· Loads

· Base prices
	· Download from Market Interface Server

· Security is major concern

	1.5
	ESP calculates customer-specific RTP tables
	ESP
	Customer RTP Calculation
	ESPs issue customer-specific RTP rate tables to appropriate contracted customers
	RTP Calculator
	Customer Building Automation Systems (BAS) optimization application
	Customer-specific RTP rate tables which consist of a matrix of:

· Nodes

· Settlement periods 

· Loads

· Customer rates
	· Multi-cast over WAN from ESP to many customer sites (could be fax, email, telephone, or Internet)

· Security is a major concern

	1.6
	
	
	
	
	
	· 
	· 
	

	1.6
	BAS implements a secure session,  receives RTP rate tables and acknowledges
	Customer BAS
	Customer RTP Receipt
	BAS Optimization application optimizes loads and DER generation, based on requirements, constraints, and RTP rates
	Customer BAS optimization application
	· Load Schedule database

· DER Schedule database
	· Load schedule

· DER generation schedule
	DB APIs

	1.7
	Customers may review schedules
	Customer BAS
	Customer RTP Review
	Issues schedules for review
	Customer BAS optimization application 
	Customer
	· Load Schedule database

· DER Schedule database 
	User interface

	1.8
	BAS issues schedules
	Customer BAS
	Schedule Generation
	BAS updates schedules based on any Customer input
	Customer BAS optimization application 
	· Load Schedule database

· DER Schedule database
	· Load Schedule database

· DER Schedule database 
	DB API

	1.9
	Customer Load Forecast and Ancillary Services bids/offers
	Customer BAS
	Customer Load Forecast
	Calculate and update customer load forecasts and generation bids and/or offers
	Forecast timer
	Customer load forecast and generation bid/offers application
	· Customer load forecasts

· Ancillary services bids and/or offers
	DB API

	1.10
	Submittal of Load Forecasts and A/S bids/offers
	Customer BAS
	Load and A/S Bid Submittal
	Submit customer load forecasts and ancillary services bids and/or offers to the EPS for aggregation into the market
	Customer load forecast and generation bid/offers application 
	ESP Aggregator applications
	· Customer load forecasts

· Ancillary services bids and/or offers
	Communication channel between Customers and ESPs, requiring high security

	1.11
	Aggregate loads and A/S
	ESP
	Aggregate Loads
	· Submit aggregated loads as energy schedules 

· Submit A/S bids and/or offers
	ESP Aggregator applications 
	Energy Scheduler and A/S Services application
	· Aggregated energy schedules

· Aggregated A/S bids and/or offers
	As in Market Participants interface to Market Operations Use Case

	1.12a
	Real-time monitoring and control
	Customer BAS
	Monitoring and Control
	BAS monitors current status, settings, and deferrable energy requirements of loads 

Based on current and projected future prices, current status of loads, and taking into account the customer needs and priorities, the BAS issues control commands to simple loads or forwards pricing to advanced end-use equipment.
	· Customer loads 

· BAS
	· BAS 

· Customer loads 
	Real-time monitoring and control data

·   Status

· Settings

· Deferrable energy requirements 

· Automated on/off commands

· Automated settings

· Pricing information (RTP)
	Monitoring and control of remote end equipment requires high availability and probably is media and/or compute constrained

	1.12b
	Monitor DER
	DER System
	DER Monitoring
	Monitor DER devices for power system reliability reasons
	DER system
	Distribution monitoring system
	· DER data
	Communications channel between distribution utility and DER location

	1.12c
	Real-time power system operations
	T&D Operations System
	Power System Operations
	Collect data to be used for settlements
	Transmission monitoring system and Distribution monitoring system
	Settlements system
	Real-time power systems operations data

· Loads

· Generation

· A/S
	Details in Market Operations Use Case

	1.13
	Loads are metered
	Meters
	Load Metering
	Loads are metered per time period, possibly by load as well as whole building
	Meter
	Meter Data Management Agent (MDMA)
	Meter data

· Load identity

· Energy and demand data per time period
	Details in Meter Reading of electric meters Use Case 

	1.14
	Auditing
	Auditors
	Auditing
	Validate compliance with market rules
	· Base RTP database

· Customer-specific RTP database
	· Regulators

· Auditors
	· Base RTP data

· Customer-specific RTP rate tables
	Details in Regulation/Auditing Use Case


2.1.3 Steps – Alternative / Exception Sequences

Describe any alternative or exception sequences that may be required that deviate from the normal course of activities.   Note instructions are found in previous table.

	#
	Event
	Primary Actor
	Name of Process/Activity
	Description of 
Process/Activity 
	Information Producer 
	Information 
Receiver
	Name of Info Exchanged
	Additional Notes

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


2.1.4 Post-conditions and Significant Results

Describe conditions that must exist at the conclusion of the Function. Identify significant items similar to that in the preconditions section.

Describe any significant results from the Function

	Actor/Activity 

	Post-conditions Description and Results 


	All
	On-going, normal operations


2.2 Architectural Issues in Interactions

Elaborate on all architectural issues in each of the steps outlined in each of the sequences above. Reference the Step by number. Double click on the embedded excel file – record the changes and save the excel file (this updates the embedded attachment). 


[image: image1.emf]Microsoft Office  Excel Worksheet


2.3  Diagram

For clarification, draw (by hand, by Power Point, by UML diagram) the interactions, identifying the Steps where possible.


[image: image2]
3 Auxiliary Issues

3.1 References and contacts

Documents and individuals or organizations used as background to the function described; other functions referenced by this function, or acting as “sub” functions; or other documentation that clarifies the requirements or activities described. All prior work (intellectual property of the company or individual) or proprietary (non-publicly available) work must be so noted.
	ID
	Title or contact 

	Reference or contact information 


	[1] 
	General
	Market energy schedule submittals, market ancillary services bid/offer submittals, transmission monitoring and control, distribution monitoring and control, advanced distribution automation, management of DER devices, meter reading, and market settlement processes have additional functionality described elsewhere.

	[2] 
	Metering, communications and computing for price-responsive demand programs
	Eric Hirst and Brendan Kirby,  Electric Light & Power August, 2001

	[3] 
	Donna Pratt
	Neenan and Associates


3.2 Action Item List

As the function is developed, identify issues that still need clarification, resolution, or other notice taken of them. This can act as an Action Item list.
	ID
	Description 

	Status 


	[1] 
	Discuss comment RZ6
	Disagreement over comment

	[2] 
	
	


3.3 Revision History

For reference and tracking purposes, indicate who worked on describing this function, and what aspect they undertook.
	No 

	Date 

	Author 

	Description 


	1
	1/30/2004
	Jeff Lamoree
	Updated based on team comments

	
	
	
	


Endnotes REF FunctionName \h 

� Note – A triggering event is not necessary if the completion of the prior step – leads to the transition of the following step.





� Function Name corresponds to the name attribute of a Use Case.


� Function ID corresponds to the tagged value “id” attached to the Use Case.


� Function description corresponds to the documentation attribute of a Use Case.


� TBD - Documentation attribute of the Collaboration Diagram or perhaps the documentation element of the use case.


� The Information object name corresponds to the name attribute of a Classifier.


� The Information object description corresponds to the documentation attribute of a Classifier.


� The Service Name corresponds to a Use Case which is associated with the main domain template use case using the <<includes>> relationship.


� The Service Description corresponds to the documentation attribute of a Use Case.


� Contract [RMODP: Contract] corresponds to a Classifier that aggregates owned Policy Classifiers.


� Contract Description corresponds to the documentation attribute of a Contract Classifier.


� Policy [RMODP: Policy] corresponds to a Classifier.  A Policy Classifier is an associated classifier using the Permission association.


� The “From Actor” corresponds to an existing Actor.  


� Permission [RMODP: Permission] corresponds to a policy classifier operation with the <<permission>> stereotype assigned.


� Prohibition [RMODP: Prohibition] corresponds to a policy classifier operation with the <<prohibition>> stereotype assigned.


� Obligation [RMODP: Obligation] corresponds to a policy classifier operation with the <<obligation>> stereotype assigned.


� Description of the Policy Permission, Prohibition, or Obligation corresponds to the documentation attribute of the Policy Classifier Operation.


� The “To Actor” corresponds to an existing Actor.


� Constraint corresponds to the Constraint Attribute of the Actor/Classifier/Interface that its applied to.


� TBD – Probably Ignored ?


� Description of the Constraint corresponds to the documentation attribute of Constraint.


� “Applies to” corresponds to the named Actor/Classifier/Interface the constraint is bound to.


� TBD


� TBD


� TBD - Numbering may not directly correspond to numbering in a collaboration diagram.


� Triggering Event corresponds to a ClassifierRole that serves as an Activator.


� Information receiver corresponds to a ClassifierRole having a base Classifier assigned to an existing Actor, Classifier or Interface.


� Name of Activity corresponds to name attribute of an Action.


� Description of Activity corresponds to documentation attribute of an Action.


� Information receiver corresponds to a ClassifierRole having a base Classifier assigned to an existing Actor, Classifier or Interface.


� Information producer corresponds to a ClassifierRole having a base Classifier assigned to an existing Actor, Classifier or Interface.


� Name of Info Exchanged corresponds to the name attribute of a Message.


� TBD – Constraint attribute of some or multiple relationships?


� TBD


� TBD


� Reference corresponds to the name attribute of an Artifact having the <<document>> stereotype assigned. 


� Reference corresponds to the documentation attribute of an Artifact having the <<document>> stereotype assigned.


� No correspondence


� No correspondence


� Revision Number corresponds to the documentation attribute of an Artifact having the <<document>> stereotype assigned.  All information added to the model will utilize the “reference” tagged value to refer to the Artifact.   The Artifact representing this domain template will utilize the “reference” tagged values to refer to the source material.


� Date corresponds to the documentation attribute of an Artifact having the <<document>> stereotype assigned.  All information added to the model will utilize the “reference” tagged value to refer to the Artifact. The Artifact representing this domain template will utilize the “reference” tagged values to refer to the source material.


� Author corresponds to the documentation attribute of an Artifact having the <<document>> stereotype assigned.  All information added to the model will utilize the “reference” tagged value to refer to the Artifact. The Artifact representing this domain template will utilize the “reference” tagged values to refer to the source material.


� Description corresponds to the documentation attribute of an Artifact having the <<document>> stereotype assigned.  All information added to the model will utilize the “reference” tagged value to refer to the Artifact. The Artifact representing this domain template will utilize the “reference” tagged values to refer to the source material.
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Configuration

				Communication Configuration Issues				Name of Use Case

						Description of Typical, Probable, or Envisioned Communication Configurations, as well as Concerns and Problems										Use Case Steps

						Please describe typical, probable, or envisioned communication configurations that are relevant to the Use Case Step. In some cases, only one of the possible choices is reasonable, while for other situations, more than one choice is reasonable. Feel free to add comments or even new choices (as Excel comments) where the existing choices truly do not capture the situation.		Market Timer initiates the forecast power system conditions		Market Timer  initiates the calculation of  Base RTP tables		Market Timer initiates the posting of Base RTP data for ESPs		Base RTP table updates become available on Market Interface Server		ESP calculates customer-specific RTP tables		BAS receives RTP rate tables		Customers may review schedules		BAS issues schedules		Customer Load Forecast and Ancillary Services bids/offers		Submittal of Load Forecasts and A/S bids/offers		Aggregate loads and A/S		Real-time monitoring and control		Monitor DER		Real-time power system operations		Loads are metered		Auditing

								1.1		1.2		1.3		1.4		1.5		1.6		1.7		1.8		1.9		1.10		1.11		1.12a		1.12b		1.12c		1.13		1.14

		Current Status of Configuration of Systems/Sites/Devices

				a. Numbers of “end” entities or sources of data:

						–    One

						–    Two to a few

						–    Few to a hundred		x		x		x		x

						–    Hundreds to thousands										x		x		x		x		x		x		x		x		x		x		x		x

						–    Thousands to millions

						–    Significantly varied in different implementations

						–    Changes frequently

						–    Other ________________

				b.       Numbers of “central” entities or users of data:

						–    One

						–    Few

						–    Hundreds

						–    Thousands		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–    Millions

						–    Significantly varied in different implementations

						–    Changes frequently

						–    Other ________________

				c.        Distance between entities:

						–    A few feet

						–    A few miles

						–    Many miles

						–    Many hundreds of miles

						–    Varies and/or is not relevant		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

				d.       Location of information producer (source of data):

						–    Operations center		x		x		x																						x				x

						–    Corporate building

						–    Building

						–    Substation

						–    Field outside substation

						–    Customer site														x		x		x		x				x						x

						–    Another corporation								x		x		x										x				x

						–    Mobile

						–    Changes frequently

						–    Other ________________

				e.       Location of information receiver (user of data):

						–    Operations center		x		x																		x						x		x

						–    Corporate building

						–    Building

						–    Substation

						–    Field outside substation

						–    Customer site										x		x		x		x		x						x

						–    Another corporation						x		x												x						x

						–    Mobile

						–    Changes frequently																																x

						–    Other ________________

				f.        Communications configuration:

						–    WAN		x		x		x		x		x		x		x				x		x		x		x		x		x		x		x

						–    LAN		x		x		x		x								x

						–    One-on-one												x								x		x

						–    One-to-many		x		x		x		x		x						x								x		x		x		x

						–    Many-to-many

						–    Multi-drop												x				x

						–    Ad hoc														x				x														x

						–    Other ________________

				g.         Communications media:

						–    Any		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–    Landline preferred

						–    Wireless possible

						–    Wireless required

						–    Other ________________

				h.       Communications ownership:

						–    Any																x

						–    Utility-owned		x		x		x		x		x

						–    Jointly-owned

						–    Commercially provided								x		x		x		x				x		x		x		x		x		x		x		x

						–    Internet												x		x				x		x		x		x		x		x		x		x

						–    Other - Customer																x

				i.       Communication bandwidth:

						–    < 2400 bps		x		x		x

						–    2.4-56 kbps								x		x		x		x		x		x		x		x				x				x		x

						–    10 Mbps-100Mbps																								x				x

						–    100Mbps - 1 Gbps

						–    >1 Gbps

						–    Other ________________

				j.        Data exchange methods:

						–    Any

						–    Master-slave																x

						–    Peer-to-peer		x		x		x

						–    Client-server		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–    Publish-subscribe										x		x		x

						–    Through database				x		x		x		x		x

						–    Ad hoc														x				x		x

						–    Other ________________

				k.       Communication access services requirements:

						–    Any or all

						–    Request-response		x		x		x		x		x		x		x				x		x		x		x		x		x		x

						–    Periodic reporting								x		x		x		x										x		x		x

						–    Report-by-exception								x		x		x		x										x		x		x

						–    Control command		x		x		x																		x				x

						–    Select-before-operate																								x				x

						–    Set parameter values		x		x		x										x		x		x		x		x				x

						–    Query for data by name		x		x		x		x		x		x		x										x		x		x

						–    Subscribe								x		x		x		x										x		x		x

						–    Broadcast								x		x		x				x								x				x

						–    Multi-cast																								x				x

						–    Data discovery																								x		x		x

						–    Use of data sets		x		x		x		x		x		x												x		x		x

						–    Query to find location of data																								x		x		x

						–    Query to determine what data is available (discovery)		x		x		x		x		x		x												x		x		x

						–    Execute application

						–    Establish and end association		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–    Logging														x										x		x		x		x		x

						–    Journaling														x										x		x		x		x		x

						–    Remote restart																								x				x

						–    Remote reconfiguration																								x				x

						–    Remote diagnosis																								x		x		x

						–    Other - File Transfer						x		x		x		x												x				x

				l.        Data exchange pattern:

						–    Data flow is <10% of bandwidth available		x		x		x		x		x		x		x		x		x		x		x								x		x

						–    Data flow >10% but less than 50% of bandwidth available																								x		x		x

						–    Data flows patterns basically even																								x		x				x

						–    Data flows include high volume bursts																												x

						–    Other ________________

				m.        Growth:

						–    2x number of participating devices - Over the next 5 years		x		x		x		x

						–    10x number of participating devices - Over the next 5 years										x		x		x		x		x		x		x		x		x		x		x		x

						–    100x number of participating devices - Over the next 5 years

				n.        Commonly used data exchange technologies

						–   Public Internet as communications media		x		x		x		x		x		x						x		x		x		x		x		x		x		x

						–   Internet-based protocols (e.g. HTML, XML)		x		x		x		x		x		x						x		x		x		x		x		x		x		x

						–   Computer Industry Component Technology Standards (e.g. Corba, EJB, .Net, Web Services)		x		x		x																		x		x		x

						–   Transaction Technologies (e.g. Corba, EJB, .NET, Web Services)		x		x		x																		x		x		x

						–   Database Access Services (SQL, OQL, object browsing)		x		x		x		x		x		x		x																		x

						–   Methodologies for process management (e.g. EDI, ebXML)

						–   NAESB protocols (OASIS, E-tagging, RTO (TBD))		x		x		x												x		x		x		x		x		x

						–   IEC 61970 Common Information Model (CIM) Standard																																x

						–   IEC 61970 Generic Interface Definition (GID) Standard																																x

						–   IEC 61968 Interface Exchange Model (IEM) Message Definition Standards																																x

						–   IEC 61850 (UCA) Standard																								x		x		x		x

						–   IEC 60870-6 TASE.2 (ICCP)																								x		x		x

						–   IEC 60870-5 and/or DNP																x								x		x		x		x

						–   Other legacy SCADA protocols																x								x		x		x		x

						–   Building Automation Protocols SSPC135														x		x								x		x		x		x		x

						–   Other Building Automation Protocols														x		x								x		x		x		x		x

						–   ANSI C12 SC 17 (IEC 62056-53/61/62) Metering Standard																								x		x				x

						–   Graphics data exchange standards

						–   Through a database using proprietary database interfaces								x		x		x		x																		x

						–   Flat files or CSV files								x		x		x		x				x		x		x										x

						–   Other standard technologies ___________

						–   Other standard technologies ___________

						–   Vendor proprietary technologies

						–   Other non-standard technologies

						–   None since interface has never been implemented

						–   None of the above/ not relevant/ don't know

				o.        Relative maturity of of current implementation

						–  Very mature and widely implemented		x		x		x		x						x																x

						–  Moderately mature										x																						x

						–  Fairly new												x				x		x		x		x		x		x		x

						–  Future, no systems, no interactions

				p.       Existence of legacy systems

						–  Many legacy systems

						–  Some legacy systems		x		x		x		x		x				x										x				x		x		x

						–  Few legacy systems												x				x		x		x		x				x

						–  Extensive changes will be needed for full system functionality												x

						–  Moderate changes will be needed																x

						–  Few changes will be needed

						–  No changes will be needed

		Configuration Architecture Issues, Concerns, and Problems

				1.        Configuration issues:

						–   Communications access to “end” entities difficult and/or costly

						–   Bandwidth not typically able to handle the data traffic

						–   Media does not have adequate availability

						–   Media does not have adequate reliability

						–   Expense of communications channels is an issue																								x		x		x		x

						–   None		x		x		x		x		x		x		x		x		x		x		x										x

						–   Other ________________

				2.        Data exchange issues:

						–   End devices are “compute-constrained” and limited ability to handle data exchanges																x														x

						–   Volume of data causes data handling problems

						–   Data types and formats change frequently over time at any one implementation

						–   Data types and formats vary significantly from implementation to implementation		x		x		x		x		x		x		x		x		x		x		x										x

						–   None																								x		x		x		x

						–   Other ________________

				3.        Protocol issues

						–   Standard protocols do not exist for this type of data exchange		x		x		x		x		x		x		x				x		x		x										x

						–   Standard protocols exist but are not usually implemented

						–   Too many standards exist without a consensus on which to use																x								x		x		x		x

						–   Pieces of standards exist, but these are often not implemented in interoperable means

						–   None

						–   Other ________________

				4.        Ranking of issues of greatest concern

						–   Indicate issue of greatest concern  ____________________

						–   Indicate 2nd issue of greatest concern  ____________________

						–   Indicate 3rd issue of greatest concern  ____________________





Quality of Service

						Quality of Service Requirements		Name of Use Case

						Description of Typical, Probable, or Envisioned Quality of Service Requirements, as well as Concerns and Problems										Use Case Steps

						Please describe typical, probable, or envisioned communication configurations that are relevant to the Use Case Step. In some cases, only one of the possible choices is reasonable, while for other situations, more than one choice is reasonable. Feel free to add comments or even new choices where the existing choices truly do not capture the situation.		Market Timer initiates the forecast power system conditions		Market Timer  initiates the calculation of  Base RTP tables		Market Timer initiates the posting of Base RTP data for ESPs		Base RTP table updates become available on Market Interface Server		ESP calculates customer-specific RTP tables		BAS receives RTP rate tables		Customers may review schedules		BAS issues schedules		Customer Load Forecast and Ancillary Services bids/offers		Submittal of Load Forecasts and A/S bids/offers		Aggregate loads and A/S		Real-time monitoring and control		Monitor DER		Real-time power system operations		Loads are metered		Auditing

								1.1		1.2		1.3		1.4		1.5		1.6		1.7		1.8		1.9		1.10		1.11		1.12a		1.12b		1.12c		1.13		1.14

		Typical, Probable, or Envisioned Quality of Service Requirements

				a.        Elapsed time response requirements for exchanging data:

						–   1-4 milliseconds																												x

						–   4-10 milliseconds

						–   Less than 1 second																								x

						–   1-2 seconds																										x

						–   10 seconds		x		x		x								x

						–   More than 10 seconds								x		x		x				x		x		x		x								x		x

						–   No specific response requirements

						–   Other ________________

				b.       Contractual timeliness for exchanging data is required:

						–   Within 1 second

						–   Within 1 minute

						–   Within 5 minute

						–   Within some longer time:		x		x		x		x		x		x		x		x		x		x		x

						–   No specific contractual timeliness is required																								x		x		x		x		x

						–   Other ________________

				c.        Availability of information flows:

						–   99.9999% + availability ~ 1/2 second per year

						–   99.999% + availability ~ 5 minutes per year																												x

						–   99.99% + availability ~ 1 hour per year

						–   99.9% + availability ~ 9 hours per year

						–   99% + availability ~ 3.5 days per year																								x		x

						–   90% + availability ~ 1 month per year

						–   Less than 90%

						–   Continuous availability not required so long as downtime is scheduled		x		x		x		x		x		x		x		x		x		x		x

						–   Continuous availability not required but must be available at specific times or under specific conditions

						–   No specific availability is required																														x		x

						–   Other ________________

				d.       Precision of data requirements (normally relevant only for conversions, e.g. analog to digital):

						–   100% accurate

						–   >.5% variance																														x		x

						–   >1%																								x		x		x

						–   >5%

						–   Not relevant		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				e.        Accuracy of data requirements

						–   Requires quality flag indicating at least normal and not normal																								x		x		x		x		x

						–   Age of data needs to be knowable																		x		x		x		x		x		x		x		x

						–   Time skew of data must be known

						–   Adequate accuracy can be assumed								x		x		x

						–   Accuracy of data not an issue		x		x		x								x		x

						–   Other ________________

				f.       Frequency of data exchanges:

						–   Essentially continuous

						–   Every few milliseconds																												x

						–   Every few seconds																								x		x

						–   Periodicity greater than a few seconds																		x		x		x

						–   Upon event		x		x		x		x		x		x		x		x

						–   Upon request																														x		x

						–   Random

						–   Sparse

						–   Other ________________

				g.       Commonly used techniques for meeting quality of service requirements of this data exchange

						–   Failure detection																		x		x		x		x		x

						–   Automatic restart

						–   Automatic failover to second source of data or function

						–   Automatic failover of communication channels to secondary channel																												x

						–   Backup of data								x		x		x				x														x

						–   Transaction rollback

						–   QoS monitoring																								x		x		x

						–   Alarming on QoS failure

						–   None

						–   Not needed or not relevant		x		x		x								x																		x

						–   Other ________________

		Quality of Service Issues, Concerns, and Problems

				1.        Required response times:

						–   Should be met, but the needed engineering is not available without highly customized approaches

						–   Should be met, but the available solutions imply costs that are not justifiable

						–   Should be met, but the available solutions are non-standard or proprietary

						–   Usually is met and is not really an issue		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				2.        Contractual timeliness:

						–   Should be met, but the needed engineering is not available without highly customized approaches

						–   Should be met, but the available solutions imply costs that are not justifiable

						–   Should be met, but the available solutions are non-standard or proprietary

						–   Usually is met and is not really an issue		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				3.        Availability of information flows

						–   Should be met, but the needed engineering is not available without highly customized approaches

						–   Should be met, but the available solutions imply costs that are not justifiable

						–   Should be met, but the available solutions are non-standard or proprietary

						–   Usually is met and is not really an issue		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				4.        Precision of data requirements

						–   Should be met, but the needed engineering is not available without highly customized approaches

						–   Should be met, but the available solutions imply costs that are not justifiable

						–   Should be met, but the available solutions are non-standard or proprietary

						–   Usually is met and is not really an issue		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				5.        Accuracy of data requirements

						–   Should be met, but the needed engineering is not available without highly customized approaches

						–   Should be met, but the available solutions imply costs that are not justifiable

						–   Should be met, but the available solutions are non-standard or proprietary

						–   Usually is met and is not really an issue		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				6.        Frequency of data exchanges

						–   Should be met, but the needed engineering is not available without highly customized approaches

						–   Should be met, but the available solutions imply costs that are not justifiable

						–   Should be met, but the available solutions are non-standard or proprietary

						–   Usually is met and is not really an issue		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				7.        Ranking of issues of greatest concern

						–   Indicate issue of greatest concern  ____________________

						–   Indicate 2nd issue of greatest concern  ____________________

						–   Indicate 3rd issue of greatest concern  ____________________





Security

						Security Requirements		Name of Use Case

						Description of Typical, Probable, or Envisioned Security Requirements, as well as Concerns and Problems										Use Case Steps

						Security measures are still an evolving science/art. At the same time, it is necessary to try to identify the requirements and the concerns for implementing security measures.Ultimately, the need for security for a specific information asset is a judgment call, based on:

·         The probable risk of the security threat (which is a combination of the attractiveness of the information and the ease of access to it)
·         The financial and non-monetary consequences of a successful security attack (during the attack, while recovering from the attack, and financial, legal, and social consequences after the attack)
·         The cost of minimizing the security threat, including financial costs, data exchange performance impacts, implementation of methods for detection of attacks, human responses to security measures, etc. 

At this high architectural level, only general judgment calls can be made. So, the word “crucial” implies that protection against a threat is generally very, very important, but does not imply what a specific implementation may judge the threat to be.		Market Timer initiates the forecast power system conditions		Market Timer  initiates the calculation of  Base RTP tables		Market Timer initiates the posting of Base RTP data for ESPs		Base RTP table updates become available on Market Interface Server		ESP calculates customer-specific RTP tables		BAS receives RTP rate tables		Customers may review schedules		BAS issues schedules		Customer Load Forecast and Ancillary Services bids/offers		Submittal of Load Forecasts and A/S bids/offers		Aggregate loads and A/S		Real-time monitoring and control		Monitor DER		Real-time power system operations		Loads are metered		Auditing

								1.1		1.2		1.3		1.4		1.5		1.6		1.7		1.8		1.9		1.10		1.11		1.12a		1.12b		1.12c		1.13		1.14

		Typical, Probable, or Envisioned Security Requirements

				a.        Eavesdropping: Ensuring confidentiality, avoiding illegitimate use of data, and preventing unauthorized reading of data, is:

						–   Crucial																x																x

						–   Quite important										x		x		x				x		x		x		x		x		x		x

						–   Not particularly important		x		x		x		x

						–   Detection that a security violation was attempted is crucial

						–   Other ________________

				b.       Information integrity violation: Ensuring that data is not changed or destroyed is:

						–   Crucial		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Quite important

						–   Not particularly important

						–   Detection that a security violation was attempted is crucial

						–   Other ________________

				c.        Masquerade and/or spoofing: Ensuring that data comes from the stated source is:

						–   Crucial		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Quite important

						–   Not particularly important

						–   Detection that a security violation was attempted is crucial

						–   Other ________________

				d.       Repudiation: Ensuring that the source cannot deny sending the data or that the receiver cannot deny receiving the data is:

						–   Crucial								x		x		x						x		x		x								x		x

						–   Quite important																								x		x		x

						–   Not particularly important		x		x		x								x		x

						–   Detection that a security violation was attempted is crucial

						–   Other ________________

				e.        Replay: Ensuring that data cannot be resent by an unauthorized source is:

						–   Crucial

						–   Quite important

						–   Not particularly important		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Detection that a security violation was attempted is crucial

				f.         Information theft: Ensuring that data cannot be stolen or deleted by an unauthorized entity is:

						–   Crucial										x								x		x		x		x		x		x		x		x

						–   Quite important		x		x		x		x				x		x		x

						–   Not particularly important

						–   Detection that a security violation was attempted is crucial

						–   Other ________________

				g.       Denial of Service: Ensuring unimpeded access to data is:

						–   Crucial																								x		x		x

						–   Quite important		x		x		x		x		x		x		x		x		x		x		x								x		x

						–   Not particularly important

						–   Detection that a security violation was attempted is crucial

						–   Other ________________

				h.        This data exchange has the following requirements with respect to proof of conformance and/or non-repudiation with contractual agreements

						–   Logging of all information exchanged during this interaction is required												x		x		x		x		x		x

						–   Logging of only key information is required										x																				x		x

						–   Logging of the source, destination, requesting application, and requesting user of information exchanges is required, but not the data itself								x

						–   Logging is not required		x		x		x																		x		x		x

						–   Other logging _________________

				i.        Security measures commonly used with this data exchange

						–   Access control through passwords								x				x										x		x		x				x		x

						–   Access control through database security mechanisms								x				x

						–   Virtual Private Networks (VPNs)								x				x		x		x		x		x		x		x		x

						–   Private (secret) key encryption								x				x						x		x

						–   Public key encryption (e.g. SSL/TLS)								x				x						x		x

						–   Firewalls with Access Control Lists and/or proxy servers								x				x		x		x		x		x		x		x		x

						–   Dial-back modems

						–   Bilateral data access control tables

						–   Timestamping, logging, and data records

						–   Non-repudiation techniques								x				x						x		x

						–   Kerberos

						–   Network management such as SNMP or CMIP

						–   Physical isolation																						x		x		x		x

						–   Backup

						–   Security policies with procedures to follow

						–   Trusted parties so no cyber security needed		x		x		x				x				x		x

						–   None, but needed

						–   None, and not needed

						–   Other ________________

		Security Issues, Concerns, and Problems

				1.        Security Prevention Issues, Concerns, and Problems

						–   Addition of security violation prevention solutions could impact the required performance																								x		x		x

						–   Addition of security violation prevention solutions could be too costly

						–   Addition of security violation prevention solutions could be too difficult or burdensome for users

						–   Data exchanges go across organizational boundaries, making security difficult												x						x		x

						–   No standard solutions are available

						–   Addition of security solutions is not feasible

						–   Other security concern ___________

				2.        Security Detection Issues, Concerns, and Problems

						–   Addition of security violation detection solutions could impact the required performance

						–   Addition of security violation detection solutions could be too costly

						–   Addition of security violation detection solutions could be too difficult or burdensome for users

						–   Data exchanges go across organizational boundaries, making security difficult												x						x		x

						–   No standard solutions are available

						–   Addition of security solutions is not feasible

						–   Other security concern ___________

				3.        Security Contractual Proof Issues, Concerns, and Problems

						–   Addition of security contractual proof solutions could impact the required performance

						–   Addition of security contractual proof solutions could be too costly

						–   Addition of security contractual proof solutions could be too difficult or burdensome for users

						–   Data exchanges go across organizational boundaries, making security difficult												x						x		x

						–   No standard solutions are available

						–   Addition of security solutions is not feasible

						–   Other security concern ___________

				4.        Ranking of issues of greatest concern

						–   Indicate issue of greatest concern  ____________________

						–   Indicate 2nd issue of greatest concern  ____________________

						–   Indicate 3rd issue of greatest concern  ____________________





Data Management

						Data Management Requirements		Name of Use Case

						Description of Typical, Probable, or Envisioned Data Management Requirements, as well as Concerns and Problems										Use Case Steps

						Data management is becoming an increasingly important aspect of automation. Data management in this context covers both the management of the data exchanges in each Use Case step and the management of data at either end if that management is impacted by data exchanges. An example of the first type of data management is the initial setting up and on-going maintenance of what data needs to be exchanged, say between an AM/FM system and different applications that use its data. An example of the second type of data management is the need to backup data or ensure consistency of data whenever it is exchanged, such as if new protection settings are issued to multiple field devices, these settings need to be reflected in Contingency Analysis functions.

Since an architecture does not address designs that are internal to a system or application, but only the exchanges of information, this discussion on data management should not address database design, but only the interfaces to databases.

Please indicate for this specific Use Case step, what are the data management requirements:		Market Timer initiates the forecast power system conditions		Market Timer  initiates the calculation of  Base RTP tables		Market Timer initiates the posting of Base RTP data for ESPs		Base RTP table updates become available on Market Interface Server		ESP calculates customer-specific RTP tables		BAS receives RTP rate tables		Customers may review schedules		BAS issues schedules		Customer Load Forecast and Ancillary Services bids/offers		Submittal of Load Forecasts and A/S bids/offers		Aggregate loads and A/S		Real-time monitoring and control		Monitor DER		Real-time power system operations		Loads are metered		Auditing

								1.1		1.2		1.3		1.4		1.5		1.6		1.7		1.8		1.9		1.10		1.11		1.12a		1.12b		1.12c		1.13		1.14

		Typical, Probable, or Envisioned Data Management Requirements

				a.        Type of source data

						–   Source data was directly measured																								x		x		x		x

						–   Source data was previously automatically stored in a database														x

						–   Source data was previously manually entered in a database

						–   Source data was calculated or output by an application		x		x		x		x		x		x				x		x		x		x										x

						–   Other ________________

				b.       Correctness of source data

						–   Source data is always correct (e.g. by definition)		x		x		x		x		x		x				x		x		x		x

						–   Source data is usually correct																								x		x		x		x		x

						–   Source data is often not correct (incorrectly entered, out of date, not available)

						–   Source data is rarely correct

						–   Correctness of source data  is not relevant														x

						–   Other ________________

				c.        Up-to-date data management

						–   Received data must be up-to-date within seconds of source data changing																								x		x		x

						–   Received data must be up-to-date within minutes of source data changing		x		x		x		x		x

						–   Received data must be up-to-date within hours of source data changing												x		x		x		x		x		x								x		x

						–   Received data does not need to be up-to-date if source data changes

						–   Other ________________

				d.       Management of large volumes of data that are being exchanged

						–   Major part of step involves handling large volumes of data

						–   Some part of step involves handling large volumes of data										x														x		x		x		x		x

						–   No part of step involves handling large volumes of data		x		x		x		x				x		x		x		x		x		x

						–   Other ________________

				e.        Data consistency and synchronization management across systems

						–   Second-by-second synchronization: Data being exchanged must be kept consistent and synchronized with other systems within seconds										x														x		x		x

						–   Minute-by-minute synchronization: Data being exchanged must be kept consistent and synchronized with other systems within minutes

						–   Day-by-day synchronization: Data being exchanged must be kept consistent and synchronized with other systems within hours or days		x		x		x		x		x		x		x		x		x		x		x								x		x

						–   No synchronization: Data being exchanged does not need to be kept consistent or synchronized with other systems

						–   Other ________________

				f.         Management of timely access to data by multiple different users

						–   Contractual/required time windows for multiple access are less than one second

						–   Contractual/required time windows for multiple access are within seconds

						–   Contractual/required time windows for multiple access are within tens of seconds

						–   Contractual/required time windows for multiple access are within minutes								x

						–   Timely access by multiple users is not relevant

						–   Other ________________

				g.       Validation of data exchanges

						–   All data must be validated on each data exchange																		x		x		x

						–   Data must include quality codes to indicate its validity

						–   Data from different sources must be validated against each other

						–   Data mapping of data item names is required for data from different sources

						–   Data can be assumed as valid (or validity checking is handled elsewhere)		x		x		x		x		x		x		x		x								x		x		x		x		x

						–   Data is usually not validated								x		x		x		x

						–   Data cannot be validated

						–   Validity of data is not relevant

						–   Other ________________

				h.       Management of accessing different types of data to be exchanged

						–   Each data exchange could entail different types of data (e.g. query a database)

						–   Numbers or types of data being exchanged are changed or updated every few minutes

						–   Numbers or types of data being exchanged are changed or updated every few hours

						–   Numbers or types of data being exchanged are changed or updated every few days or weeks																		x		x

						–   Numbers or types of data being exchanged are rarely changed or updated		x		x		x		x		x		x		x		x						x		x		x		x		x		x

						–   Not relevant

						–   Other ________________

				i.         Management of data across organizational boundaries

						–   Data exchanges go across corporate boundaries								x				x						x		x		x		x		x		x		x		x

						–   Data exchanges go across departmental boundaries								x

						–   Data exchanges go across boundaries between system developed by different vendors		x		x		x																		x		x		x		x

						–   Data exchanges are within one vendor’s system										x						x								x		x		x		x

						–   Not relevant														x

						–   Other ________________

				j.         Transaction integrity required (backup and rollback capability)

						–   Data exchanges require the ability to rollback to previous data states																		x		x		x

						–   Data exchanges require full backup for immediate “failover” to a second source of data

						–   Data exchanges require backup of crucial data for “cold” failover								x		x		x				x

						–   Data exchanges do not require rollback or backup		x		x		x

						–   Other ________________

				k.        Data format requirements:

						–   Standard computer formats (e.g. binary, integers and floating pt, files)		x		x		x		x		x		x												x		x		x		x

						–   Standard serial transfer formats (e.g. DNP, Modbus, LonTalk, BacNet)																x		x		x		x

						–   Graphics formats

						–   EDI

						–   HTML-based								x		x		x		x				x		x		x

						–   XML-based								x		x		x						x		x		x

						–   CSV								x		x		x		x				x		x		x

						–   Standardized data objects		x		x		x		x		x		x						x		x		x		x		x		x		x

						–   Exchange of unstructured or special-format data (e.g. text, documents, oscillographic data) must be supported

						–   Any formats are acceptable																														x		x

						–   Other ________________

				l.         Management of data formats in data exchanges

						–   The same data exchanged between different applications have different formats that need to be “converted”

						–   The same data exchanged between different applications have the same formats

						–   Conversion of data formats is automatically handled by each application		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				m.       Naming of data items

						–   Names of data items are different in different applications and must be “mapped” to each other

						–   Meanings of data items are different in different applications and must be “converted”

						–   Other ________________

				n.       Management across different implementations

						–   Types of data being exchanged can vary significantly in different implementations

						–   Types of data being exchanged vary very little in different implementations		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Not relevant

						–   Other ________________

				o.       Data exchange maintenance in which a human changes or updates what is to be exchanged

						–   Data exchanges require maintenance every few hours

						–   Data exchanges require maintenance every few days

						–   Data exchanges require maintenance every few weeks or months

						–   Data exchanges rarely require maintenance		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Not relevant

						–   Other ________________

				p.       Database maintenance in which a human changes or updates what is in the database

						–   Database requires maintenance every few hours

						–   Database requires maintenance every few days

						–   Database requires maintenance every few weeks or months

						–   Database rarely requires maintenance		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Not relevant

						–   Other ________________

				q.         Data maintenance effort: human versus automation

						–   Data maintenance involves significant human time and manual data entries														x

						–   Data maintenance is partially automated but involves some human time and manual data entries

						–   Data maintenance is mostly automated but requires occasional intervention										x		x				x		x		x		x								x		x

						–   Data maintenance is (or can be if so authorized) completely automated (e.g. Live Update of virus definitions or Microsoft updates)		x		x		x		x																x		x		x

						–   Not relevant

						–   Other ________________

				r.         Commonly used data formats and management techniques for this data

						–   Standard computer formats (e.g. integers and floating pt, files)		x		x		x				x														x		x		x		x		x

						–   Standard serial transfer formats (e.g. analog points, status points, control points, such as used in DNP, Modbus, LonTalk)																x								x		x		x		x

						–   Graphics formats

						–   EDI formats

						–   HTML-based formats								x		x		x						x		x		x

						–   XML-based formats								x		x		x						x		x		x

						–   Comma separated variables (CSV) in a file								x		x		x						x		x		x

						–   Proprietary data format																														x

						–   Data updates are done manually by a database administrator or maintenance personnel

						–   Data is validated automatically		x		x		x		x		x		x						x		x		x

						–   Data objects have well-known names (e.g. CIM and IEC61850)																								x		x		x		x

						–   Transaction and data exchanges "discovery" is handled automatically (e.g. ebXML)

						–   Mechanisms are in place to ensure consistency of data

						–   Transaction rollback capabilities are used

						–   Not relevant														x

						–   Other ________________

		Data Management Issues, Concerns, and Problems

				1.        Management of source data

						–   Correctness of source data is all too often a major problem

						–   Not relevant		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				2.        Management of time-related aspects of data exchanges

						–   Updating of data in a timely manner can pose a design or performance problem																								x		x		x

						–   Management of large volumes of data can pose a performance or data organization problem

						–   Data consistency and synchronization management across systems can pose a performance problem

						–   Management of timely access to data by multiple different users can pose a problem

						–   Not relevant

						–   Other ________________

				3.        Validation of data exchanges

						–   Validity of data received can pose a problem

						–   Management of data across organizational boundaries can pose a problem								x		x		x

						–   Transaction integrity required (backup and rollback capability) can pose a problem																		x		x

						–   Not relevant

						–   Other ________________

				4.        Data formats and structures in data exchanges

						–   Management of accessing different types of data to be exchanged can pose a problem

						–   Management of data formats in data exchanges can pose a problem

						–   Management of special-format data can pose a problem																														x

						–    Naming of data items can pose a problem																														x

						–   Management across different implementations can pose a problem

						–   Not relevant		x		x		x		x		x		x		x		x		x		x		x		x		x		x				x

						–   Other ________________

				5.        Management of data maintenance by maintenance personnel (human intervention)

						–   Data exchange maintenance in which a human changes or updates what is to be exchanged can pose a problem

						–   Database maintenance in which a human changes or updates what is in the database can pose a problem

						–   Data maintenance effort: human versus automation can pose a problem

						–   Not relevant		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x		x

						–   Other ________________

				6.        Ranking of issues of greatest concern

						–   Indicate issue of greatest concern  ____________________

						–   Indicate 2nd issue of greatest concern  ____________________

						–   Indicate 3rd issue of greatest concern  ____________________






